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75 Ohm Patch-Panel

VCL 75 Ohms Patch-Panel is used for
E1 Monitoring Application
Connecting 75 Ohms Patch panel to live

E1 traffic - Monitoring Application

BNC Connector
(Female)

BNC Connector
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& To E1 Port
RJ-45 RJ-45 of MegaConnect
(Female) (Male)

VCL 75 Ohms Patch-Panel is used for E1 Monitoring Application.

The BNC Connector is used for Data IN / Data OUT from the 75 Ohm E1 links which are required
to be monitored.

Data IN of Patch-Panel (BNC) will be connected to Transmit / Data OUT of E1 Port.
Data OUT of Patch-Panel (BNC) will be connected to Receive / Data IN of E1 Port.

120 Ohms (RJ45) E1 of the Patch-Panel will connect to VCL-MegaConnect using “Y” cable. As
shown in figure on next page (Page 2).
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75 Ohm Patch-Panel

Typical Connections for 75 Ohms E1 Monitoring

Data Out

SO0 000800080008a0a

75 Ohms Patch Panel

- TowveEe =y
Data Out 1

\-.

Data Out

\-.

EXTE1/T1CLK

|
RS-232

NP NP W
Y
Y
Y
Y
Y
Y

E3/DS3/STM-1 PORT

Eth t Port
Alarm

o

9]

c

=

(OJOLY
[

LI
|
|
|
|
|
LI
|

¥ www

Not Used

MegaConnect

VCL

Orion Telecom Networks Inc., 2005-2006



75 Ohm Patch-Panel

MegaConnect Monitoring Cable

End 1 2 RJ-45M (Male)
End 2 RJ-45M (Male)
Type of Cable Twisted pair multistrand conductor CAT 5 cable
No. of pairs 2
Diameter 24 AWG
Length 3 Meter
Color of Cable Grey
Connection As per details given below
End 1 End 2
RJ-45 (male) | Signal on | Color Description Colour Signal on RJ45
Pin # RJ-45 of RJ45(male)| (male)
(male) sleeve Pin #
RJ1'45 1 RxTip | Black | Twisted pair#2 Blue Rx Tip 4
2 Rx Ring Black Twisted pair # 2 White/Blue Rx Ring 5
RU-45 1 Rx Tip Red Twisted pair # 1 White/Orange| Tx Tip 1
2 2 Rx Ring Red Twisted pair # 1 Orange Tx Ring 2
End 2
2
Note:

End-2 of the RJ-45 cable should be connected to the E1 that is required to be MONITORED through the

75 Ohm Patch-Panel.

End-1 of the RJ-45 cable(s) should be connected to the each E1 Port of the MegaConnect on the

backplane.
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75 Ohm Patch-Panel

Notes :

Technical Specifications are subject to change.
Windows is the registered Trademark of Microsoft Corporation, USA.
Revision 03, January 30th, 2006
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